
Laboratory of Ningbo Syton Testing & Technology Service Co., Ltd 
F5 No. 5 Building Zhongchuanghui No. 128 Jingyuan Road, Ningbo National Hi-Tech Zone, 315040, China 

Tel: +86-574-87248670   Fax: +86-574-87042953    Email: lab@syton.com.cn 
 

 

   
TL‐630 

 

TEST    REPORT 
 

 
Report No.:  STJC20123E03

Applicant Name:  Shenzhen ERS Technology

Applicant Address:  Room  806,  Building  C,  No.10,  Jiangfu  Road, 
Xinzhuang Community. Matian  Street, Guangming 
District, Shenzhen 

Test Standard:  AS/NZS 3662:2005/A1:2006/A2:2009/A3:2010

Model No.:  ASEU‐ERS‐04

Date of issuance: 2020‐05‐15

Date of receipt:  2020‐05‐06

Date of test:  2020‐05‐07    to    2020‐05‐12

 
 

 

 
 



 

Test report No. STJC20123E03
Page   2 of   5

 

Laboratory of Ningbo Syton Testing & Technology Service Co., Ltd 
F5 No. 5 Building Zhongchuanghui No. 128 Jingyuan Road, Ningbo National Hi-Tech Zone, 315040, China 

Tel: +86-574-87248670   Fax: +86-574-87042953    Email: lab@syton.com.cn 
 

NOTICE 

1. Test report and its copy are invalid without the seal of the test laboratory. 

2.  Test  report  is  invalid without  the signatures of  the persons  for chief  test, verification and approval. The  test  report  for 

arbitration should be added with the signature of the person for verification on it. 

3. Test report is invalid if altered or not reproduced in FULL. 

4. Should there any objections concerning the test report, it is required to have the objections raised to the test 

department within 15 days from the date of receiving the test report. 

5. The test report is responsible for the delivered samples only. 
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Basic information 
 

Applicant name:  Shenzhen ERS Technology

Applicant address:  Room  806,  Building  C,  No.10,  Jiangfu  Road,  Xinzhuang 
Community. Matian Street, Guangming District, Shenzhen 

Manufacturer name:  Shenzhen ERS Technology

Manufacturer address: Room  806,  Building  C,  No.10,  Jiangfu  Road,  Xinzhuang 
Community. Matian Street, Guangming District, Shenzhen 

   

Test standard:  AS/NZS 3662:2005/A1:2006/A2:2009/A3:2010 

Test results are reported in following pages, where 
C stands for Complies; 
N/C stands for Not comply; 
N/A stands for Not applicable. 

Remark:  / 

 
 

List of tested models 

No.  Model No.  Model name  Sample description 

1  ASEU‐ERS‐04  Shower hose  G 1/2 x G 1/2 
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Test    results 
Clauses  Test Requirement  Result  Verdict

5.4 
Shower hoses 
Shower  hoses  shall  comply  with  Clause 
5.4.1 to Clause 5.4.4 or DIN EN 1113 

Please  find  details  in  following 
subclauses. 

C 

5.4.1 

Tensile strength and watertightness 
When tested in accordance with Paragraph 
E2  of  Appendix  E,  the  shower  hose  shall 
not  rupture,  permanently  deform  in  a 
manner that would affect  its performance 
or visibly leak. 

A  tensile  force  of  500N  was 
applied  to  the  test  sample  for 
5min.  Then  a  dynamic  pressure 
of 250kPa was applied  for 2min. 
During  and  after  the  test,  there 
was no fracture and leakage. 

C 

5.4.2 

Temperature resistance   
When tested in accordance with Paragraph 
E3  of  Appendix  E,  the  shower  hose  shall 
not  rupture,  permanently  deform  in  a 
manner that would affect  its performance 
or visibly leak. 

Heated  water  at  a  temperature 
of  55°C was  flowed  through  the 
test sample for 5min. During and 
after  the  test,  there  was  no 
fracture,  leakage  and 
transformation. 

C 

5.4.3 

Thermal shock resistance 
When tested in accordance with Paragraph 
E4  of  Appendix  E,  the  shower  hose  shall 
not  rupture,  permanently  deform  in  a 
manner that would affect  its performance 
or visibly leak. 

240 cycles were subjected to the 
test sample, with each cycle of 2 
min  of  cold water  and  2 min  of 
hot water.  During  and  after  the 
test,  there  was  no  fracture, 
leakage and transformation. 

C 

5.4.4 

Effectiveness of rotary connections 
When tested in accordance with Paragraph 
E5  of  Appendix  E,  the  initial  torque  shall 
not be greater than 1 Nm. 

There was no rotary connection.  N/A 

 
Tested by:    Zhu Xianghui  Verified by:    Li Miaoding  Approved by:    Winny Hu 
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Attachment A    Photo 
 

 

ASEU‐ERS‐04 

 
End of report. 


